
 
 
 
 
 



 
 
 
 



 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
7. PC Software Operation (first install Simply Data) 

7-1 Launch    

 

7-2 Select NEW (Ctrl+N) 

 
 

7-3 Click on Auto Scan or assign a COM port (when 
using auto-scan, ensure the polling name of the 
data logger is 001  

 

 

        

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Assign a Comport or 
click on Auto Scan 



 
 
 
 
 
 
 
 
 
  
 

7-4 Fill in the Log name, eg. "Room 1" , choose Device 
Type (eg. when using USB logger, tick USB), and 
then click on OK to confirm 

 

 

  

 

 

 

 

Note: Ensure polling name of 
data logger is 001 when 
using auto-scan. 

 

Click on OK to confirm 

Set Log name and 
Device Type 



 

7-5 Click on OK to clear Create Success!! window.  

 
 

 

7-6 Click on Setting to set polling address.   

 

 

 

 

 

Click on Setting 
 

Click on OK 
 



7-7 Tick polling address and click OK. 
   (eg. When setting polling name of data logger as 

002, tick 2 for polling address.)  
Note 1: please refer to the list below to know the 

number of logger can be connected by one 
Comport.             

Note 2: one Bluetooth dongle can receive data of 4 
Bluetooth loggers. As one Comport can 
connect one logger, to connect 4 Bluetooth 
loggers, it requires opening 4 new files of 
Simply Data separately. (as Step 7-2) 

 

Device type 
Number of logger can be 

connected by one Comport 
USB 1 

RS232 1 
RS485 32 

Bluetooth 1 
ZigBee 30 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Click on OK to confirm 
polling address 
 



  

7-8 Click on Sync. Time to synchronize data logger 
time with PC. 

 

 
 

7-9 For real-time monitoring, select Real time in 
Monitoring. Set the Log interval, Alarm high limit 
and Alarm low limit for temperature and humidity. 
Select or ���� ����  in Temperature Unit  

 

 
 

 

 

 

 

 

Select Real time for 
real-time monitoring Set Log interval, 

temperature and 
humidity limit 

Tick or  ���� ����  



7-10 Click on Start to transfer. 
 

 

Note: Real-time data restarts after every 1000 readings, 
and data is continuously stored in C:\Simply 
Data\Realtime on the PC. 

 

 
 

7-11 Click on Stop to stop. 
 

 
 
 
 
 
 
 



Note: Click on Clear to remove data from the screen 
only. The data is stored in C:\Simply 
Data\Realtime on the PC. 

 

 
 

 

 

 

7-12 For one time export, select One time export in 
Monitoring, then click on Start to download all the 
data from the data logger. 

 

 

 

 

 

 

 

 

Click on Clear to remove the data from the screen 

Select One time export to 
download from data 
logger 

Click on Start to download 



7-13 When download is complete, click on Close to close the 
window. The data is stored in C:\Simply Data\Download 
on the PC. 

 

 

Click on Close to close window 


